
19MHP RACOFLEX SW/ RACOFLEX Z2

Blade 
- Wear resistant Tungsten carbide - 1750 Hv /  93 HRA 3x15mm (5x20/Sw-HD)
- Impact resistant carbide - 900 Hv / 66 HRA 5x10mm
- Wear resistant polyurethane - 25mm³ /DIN53516-10N
- Hydrolysis resistant polyurethane
- Food grade polyurethane
Design
- Standard design sent in short time
- Heavy Duty Design 1400-2200mm belt - RacloFlex SwHD
- Double blade assembly - RacloFlex Sw Duo
- Any special design

Blades
- Wear resistant Tungsten carbide - 1750 Hv / 93 HRA 3x10mm (5x10/N-(HD)
- Impact resistant carbide - 900 Hv / 66 HRA 5x10mm
- Wear resistant polyurethane - 25mm³ /DIN53516-10N
- Wear & chemical resistant Ceramic - 1200 Hv / 75 HRA 7x10mm
- Hydrolysis resistant polyurethane
- Food grade polyurethane
Design
- Standard design sent in short time
- Heavy Duty version 1400-2200mm - RacloFlex Z²HD
- Centre only with tungsten blades - RacloFlex Z² Mix
- Any special design

RACOFLEX SW

RACOFLEX Z2

Type
Position
Sizes available
Speed
Temperature range
pH range

Wear compensation mono-blade
Secondary cleaner
500 to 1400 belt (...2000 SwHD)
3 m/s max (5 m/s SwHD)
-10 to 50°C
3 to 11

Type
Position
Sizes available
Speed
Temperature range
pH range

Automatic adjustment multi-blade
Primary cleaner
500 to 1400 belt (...2200 Z2HD)
3 m/s max (5 m/s Z2HD)
-10 to 50°C
3 to 11
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